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SECTION 04 05 23


MASONRY ACCESSORIES

THIS SECTION IS WRITTEN IN CSI 3-PART FORMAT AND IN CSI PAGE FORMAT; THE PROJECT NAME/NUMBER/DATE AND SECTION TITLE IN THE FOOTER ARE OPTIONAL.  NOTES TO THE SPECIFIER, SUCH AS THIS, MUST BE DELETED FROM THE FINAL SPECIFICATION.

IT IS ASSUMED THAT THE GENERAL CONDITIONS BEING USED ARE AIA A201-97.

PART  1  GENERAL

1.01  SUMMARY

A.
Section Includes: Combination flashing, weep hole, and mortar guard accessory.

B.
Related Sections: Division 04 masonry sections.

IF THE PROJECT INCLUDES ALLOWANCES OR ALTERNATES OR UNIT PRICES, RETAIN PARAGRAPHS BELOW AND COORDINATE WITH DIVISION 1.

C.
Allowances:

D.
Unit Prices:

E.
Alternates:

1.02
REFERENCES

A.
ASTM International (ASTM):

1.
C 1002, Specification for Steel Self-Piercing Tapping Screws for the Application of Gypsum Panel Products or Metal Plaster Bases to Wood Studs or Steel Studs.

2.
D 412, Test Methods for Vulcanized Rubber and Thermoplastic Elastomers—Tension.

3.
D 638, Test Method for Tensile Properties of Plastics.

4.
D 790, Test Methods for Flexural Properties of Unreinforced and Reinforced Plastics and Electrical Insulating Materials.

5.
D 792, Test Methods for Density and Specific Gravity (Relative Density) of Plastics by Displacement.

6.
D 1525, Test Method for Vicat Softening Temperature of Plastics.

7.
D 2240, Test Method for Rubber Property—Durometer Hardness.

8.
D 5942, Test Method for Determining Charpy Impact Strength of Plastics.

9.
E 514, Test Method for Water Penetration and Leakage Through Masonry.

1.03
SUBMITTALS

A.
Product Data:  Technical data for flashing system.

B.
Samples: 6-inch-long samples of flashing system and samples of accessories specified.

C.
Quality Control Submittals:

1.
Test Reports:

2.
Manufacturer's Instructions: Manufacturer’s installation instructions and recommendations.

1.04
DELIVERY, STORAGE, AND HANDLING

A.
Storage and Handling: In accordance with manufacturer’s “Installation Manual.”

IF SEQUENCING AND/OR SCHEDULING SPECIFICATIONS ARE REQUIRED, INSERT BELOW.

1.05
SEQUENCING AND SCHEDULING

PART
2
PRODUCTS

2.01
MANUFACTURERS

A.
The design is based on the Tri-Tec Flashing System as manufactured by Victory Bear Products.

THERE ARE NO COMPARABLE PRODUCTS CURRENTLY ON THE MARKET.

1.
Substitutions: Substitutions will not be considered.

2.02
MATERIALS

A. PVC (Polyvinyl Chloride): ASTM

1.
Specific gravity at 23 degrees C: 1.45 when tested in accordance with ASTM D 792.

2.
Tensile strength at yield: 5800 pounds per square inch when tested in accordance with ASTM D 638.

3.
Tensile strength at break: 6530 pounds per square inch when tested in accordance with ASTM D 638.

4.
Tensile elongation at break: 183 percent when tested in accordance with ASTM D 638.

5.
Flexural modulus: 382,900 pounds per square inch when tested in accordance with ASTM D 790.

6.
Flexural strength at yield: 9000 pounds per square inch when tested in accordance with ASTM D 790.

7.
Charpy unnotched impact strength: 10 foot-pounds per square inch when tested in accordance with ASTM D 5942.

8.
Vicat softening temperature: 183 degrees F when tested in accordance with ASTM D 1525.

B. Thermoplastic Elastomer:

1.
Durometer hardness, A scale, 0.120 inch: 80 when tested in accordance with ASTM D 2240.

2.
Specific gravity at 23 degrees C: 0.95 when tested in accordance with ASTM D 792.

3.
Tensile stress at 100 percent, across flow: 610 pounds per square inch when tested in accordance with ASTM D 412.

4.
Tensile stress at break elastic, 73 degrees F: 1360 pounds per square inch when tested in accordance with ASTM D 412.

5.
Elongation at break elastic, across flow: 450 percent when tested in accordance with ASTM D 412.

2.03
COMPONENTS

A.
Provide the following components as indicated on the drawings and as required to provide a complete installation:

1.
Base.

2.
Flashing.

3. Steps.

4.
Inside and outside corners.

5. End caps.

6.
Window flashing.

2.04
ACCESSORIES

A.
Provide the following accessories as required to provide a complete installation:

1.
Quick Connects: Manufacturer’s standard elastomer joint connectors.

2.
Tape: Peel-and-stick butyl tape with non-woven fabric backing on top of a reinforced film.

3.
Adhesive: Asphalt based roofing cement suitable for wet or dry application.

4.
Screws: ASTM C 1002, self-drilling type, corrosion resistant.

PART
3
EXECUTION

3.01
PREPARATION

B.
Surface Preparation: Clean and prepare surfaces to receive flashing system in accordance with manufacturer’s “Installation Manual.”

3.03
INSTALLATION

A.
Install flashing system in accordance with manufacturer’s “Installation Manual.”
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